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Die Maschine ist für das „Kopfbandagieren“ von 
ovalen Spulen mit ausreichend nach außen 
gebogenen Anschlussteilen ausgelegt. Die 
Spulenkontur kann im Teach-In-Verfahren 
programmiert werden. Die Spulenfixierung erfolgt 
automatisch mit pneumatischen Klemmen. Die 
Maschine ist serienmäßig mit zwei Bandagierköpfen 
ausgestattet. Ein stationärer Kopf mit 2 Bändern sowie 
ein beweglicher Kopf mit 3 Bändern. Beide Köpfe sind 
auf einem elektronischen Drehtisch montiert, wobei 
der zweite  Bandagierkopf zusätzlich mit Hilfe eines 
Servomotors linear verschiebbar ist. Dies 
gewährleistet eine präzise Kopfpositionierung für 
unterschiedliche Nadellängen und garantiert einen 
einwandfreien Bandagierungsprozess. 

 
The machine is designed for “head bandaging” 
oval coils with connecting parts that are sufficiently 
bent outwards. The coil contour can be 
programmed using the teach-in process. The coil 
is fixed automatically using pneumatic clamps. 
The machine is equipped with two bandaging 
heads as standard. A stationary head with 2 bands 
and a movable head with 3 bands. Both heads are 
mounted on an electronic turntable, with the 
second bandaging head also being linearly 
movable using a servo motor. This ensures 
precise head positioning for different needle 
lengths and guarantees a flawless bandaging 
process. 

 
 

TECHNISCHE DATEN TECHNICAL DATA 
BandrolleninnenØ Min. 25 mm Tape rolls inner diameter 

BandrollenaußenØ Max. 70 mm Tape rolls outside diameter 

Bandbreite 20 mm bandwidth 

Bandzug einstellbar 20 – 55 N Adjustable strap tension 
Wickeldrehzahl Max. 200 U/min winding speed 
Netzanschluss 400 V, 3Ph, 50 Hz mains connection 
Wickelkörper länge max. 1500 mm Winding body length 
Wickelkörper breite (innen) min. 250 mm Winding body width (inside) 
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